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335-3-20-.01 Definitions.  For the purpo ses of this Chapter, the follow ing terms hav e the meanin gs indicated unless

otherwise specified:

(a)  "Carrier" means any distributor who transports or causes the transportation or storage of gasoline

without taking title to or otherwise having any ownership of the gasoline, and without altering either the quality or

quantity of the gasoline.

(b)  "Ethanol Blend" means gasoline which contains at least 9 percent and no more than 10 percent (by

volume) e thanol, excluding  denaturants.

(c)  "Field Testing" means the approach to accomplish the sampling of gasoline from retail stations in a

specified area so as to obtain an unbiased estimate of the average level of sulfur in the gasoline distributed in that

area as outlined in the document "Methodology for Randomized Sampling to Estimate Mean Sulfur in Gasoline

During a Specified Ozone S eason, April 1, 2000".

(d)  "Gasoline" means any fuel sold for use in spark ignition engines and which is commonly or

commercially known or sold as gasoline, including oxygenated gasoline.

(e)  "Importer" means any person who transports gasoline from another state or a foreign country into the

state of Alabama.

(f)  "Producer" means any person who manufactures gasoline in Alabama.

(g)  "Reformulated Gasoline" or "RFG" means any gasoline whose formulation has been certified under 40

CFR 80, Subpart D w hich meets each of the standards and requireme nts of Subpart D for Phase II.

(h)  "Retailer" mean s a person  operating  an establish ment at w hich m otor fuel is so ld or offer ed for sale to

an ultimate consumer.

(i)  "Ultimate Consumer" means a person who purchases or obtains motor fuel for direct consumption in a

motor vehicle and who does not transfer or offer to transfer the motor fuel to any other person following purchase or

receipt.

(j)  "Wholesale Purchaser-Consumer" means any organization that is an ultimate consumer of gasoline and

which purchases or obtains gasoline from a supplier for use in motor vehicles and receives delivery of that product

into a storage tank under the control of that organization.
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335-3-20-.02 Contr ol of Fue ls.

(1)  Applica bility.

(a)  No p erson m ay prod uce, store, tra nsport, sup ply, offer to  supply, tra nsfer or o therwise h andle, sell,

offer for sale, or dispense gasoline that does not meet the limits specified in this Chapter when tested in accordance

with the test methods specified in Rule 335-3-20-.03, unless the gasoline is segregated and clearly documented as

not for sale or supply to an ultimate consumer in the following counties: Jefferson and Shelby.

(b)  Gaso line whic h meets th e limits spec ified in this Ch apter shall also  be segreg ated and  clearly

documented as such.

(2)  Compliance with this Chapter shall be met if producers and im porters choose to supply federal Phase II

Reformulated gasoline.

(3)  The requirements of this Chapter shall expire upon promulgation and implementation of federal

standards that meet or exceed the requirements of this Chapter.

(4)  Reid Vapor Pressure .

(a)  Effectiv e June 1, 1 999, du ring the p eriod from  June 1 to  Septem ber 15 o f any cale ndar ye ar, the Reid

vapor p ressure of  the gasolin e sold in the  counties sp ecified in p aragrap h (1) abo ve shall no t exceed 7 .0 psi.

(b)  An e thanol ble nd is con sidered in c omplia nce if its me asured R eid vapo r pressure  does no t exceed 8 .0

psi. This waiver is subjec t to the following co nditions:

1.  Gasoline must contain denatured, anhydrous ethanol. The concentration of ethanol, excluding the

required denaturing agent, must be at least 9 percent and no more than 10 percent (by volume) of the gasoline.

2.  Each invo ice, loading ticket, bill of lading, delive ry ticket and any  other docum ent that accom panies a

shipment of gasoline containing ethanol shall contain a legible and conspicuous statement that the gasoline being

shipped  contains e thanol an d the perc entage co ncentratio n of ethan ol.

(5)  Sulfur Content.

Effective  April 1, 20 01 and  subsequ ent years th rough  Septem ber 15, 2 003, the  sulfur con tent of all

gasoline su pplied fo r use (dur ing the co ntrol perio d of Jun e 1 to Sep tember  15) by e ach pro ducer o r impor ter to

comply with the Reid vapor pressure limits specified in paragraph (4) of this Rule and designated for the counties

listed in paragraph (1) of this Rule shall not exceed a seasonal average of 150 ppm (by weight) and a per-gallon cap

of 500 ppm (by weight). For the control period for each calendar year, the sulfur content shall be averaged on a
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volume-weighted ba sis over the pool of gasoline supplied by the producer or impo rter.
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335-3-20-.03 Recordkeeping, Reporting and Testing.

(1)  Reporting. Effective  A pril 1, 200 1, and ea ch Apr il 1 thereafter , the prod ucer or im porter sha ll submit

docum entation of the Reid  vapor pressure , sulfur content, and v olume of ea ch batch beg inning with  the first

shipment of gasoline in each calendar year subject to the limits specified in Rule 335-3-20-.02 and designated for

the coun ties specified in  Rule 33 5-3-20 -.02. Sim ilar docum entation is re quired to  demo nstrate com pliance w ith Rule

335-3-20-.02(2) if Phase II RFG is introduced in an affected county. This documentation shall be submitted to the

Department in the format specified by the Dep artment within 30 days of the first shipment in each calendar year.

Through November 30, 2003, the producer, importer and carrier shall provide to the Division in the format specified

by the Division an annual report summarizing any required records and/or test results pursuant to this Rule by

November 30 of each year. The producer, importer and carrier shall provide to the Department any records required

to be m aintained  pursuan t to this Rule w ithin 10 b usiness da ys of a w ritten reque st from the  Departm ent.

(2)  Testing and Recordkeeping.

(a)  Producers.

1.  Refinery Level Sampling and Testing. Effective April 1, 2001, and each April 1 thereafter, each

producer shall sample and test for the Reid vapor pressure and the sulfur content in each batch of gasoline that the

producer has produced for the purpose of complying with this Chapter, by collecting and analyzing a representative

sample of gasoline taken from the batch at the refinery, using the methodologies specified in subparagraph (2)(d) of

this Rule. A producer may choose to meet the testing requirements of this paragraph by utilizing the same samples

and test results used for meeting the federal RFG and/or antidumping regulations. If a producer blends gasoline

compo nents directly to pipelines, storag e tanks, tankships, railwa y tankcars or truck s and trailers, the loading(s)

shall be sampled and tested by the producer or authorized co ntractor. The producer shall maintain, for two years

from the date of each sampling, records showing the sample date, the product sampled, the container or other vessel

sampled, the volume of the shipment, results of any required testing, the name and address of the laboratory that

perform ed the an alysis, and th e pool v olume -weigh ted avera ge for the  respective  calendar  years of th e comp onents

limited by this Rule.

2.  Term inal Leve l Samp ling. Effec tive May  1 of each  calendar  year beg inning in  2001, th e produ cer shall

conduct volume-weighted, terminal-level sampling of each batch of gasoline received and intended for sale or

supply in  any of th e applicab le counties  listed in Rule  335-3- 20-.02( 1) in calen dar year s 2001 th rough  2003. A

composite sample will be obtained on every continuous movement of each distinct grade of low RVP/low sulfur

gasoline at a pipeline breakout tankage. The composite sample will be obtained automatically with a non-

pressurized automatic sampler, or manually through head-end, middle, and tail-end spot samples. Each distinct

grade o f low RV P/low su lfur gasolin e will be co mpos ited separa tely. All sam ples thus tak en shall be  delivered  to

the Departm ent or it's designate for further testing a nd analysis.
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3 . Notwithstanding the provisions of subparagraph 2. above, the producer shall not provide terminal-level

sampling if the Department provides notice that the field testing from the previous calendar year indicates a seasonal

arithmetic averag e sulfur content of 1 40 ppm  or less.

(b)  Importers.

1.  Refiner y Leve l Testing. E ffective A pril 1, 200 1, each im porter sha ll  provide te st results for the  Reid

vapor pressure and the sulfur content in each shipment of gaso line that the importer intends to import or will import

into the State of Alabama for use during the control period, by pipeline or other means, for the purpose of

complying with this Rule, by  ensuring that a representative sample of gasoline is taken from the batch at the

refinery and an alyzed, using the m ethodologies sp ecified in paragrap h (2)(d) of this Rule. A n importer m ay choose

to meet the testing requirements of this paragraph by utilizing the same samples and test results used for meeting the

federal RFG and/or antidumping regulations as provided in subparagraph (2)(a)1. above. If an importer blends

gasoline components directly to pipelines, storage tanks, tankships, railway tankcars or trucks and trailers, the

loading(s) shall be sampled and tested by the importer or authorized contractor. The importer shall maintain, for two

years from the date of each sampling, records showing the sample date, the product sampled, the container or other

vessel sampled, the volume of the shipment, results of any required testing, the name and the address of the

laboratory that performed the analysis, final destination of the batch, and the pool volume-weighted average for the

respective calendar years of the components limited by this Rule.

2.  Term inal Leve l Samp ling. Effec tive May  1 of each  calendar  year beg inning in  2001, th e impo rter shall

conduct volume-weighted, terminal-level sampling of each batch of gasoline received and intended for sale or

supply during the control period in any of the applicable counties listed in Rule 335-3-20-.02(1) in calendar years

2001 through 2003. A composite sample will be obtained on every continuous movement of each distinct grade of

low RV P/low su lfur gasolin e at a pipelin e breako ut tankag e. The co mpos ite sample  will be ob tained au tomatica lly

with a non-pressurized automatic sampler, or manually through head-end, middle, and tail-end spot samples. Each

distinct grade of low RVP/low sulfur gasoline will be composited separately. All samples thus taken shall be

delivered to the D epartment or  it's designate for further testing and  analysis.

3.  Notwithstanding the provisions of subparagraph 2. above, the importer shall not provide terminal-level

sampling if the Department provides notice that the field testing from the previous calendar year indicates a seasonal

arithmetic averag e sulfur content of 1 40 ppm  or less.

(c)  Carriers. Each carrier shall maintain, for two years from the date of entry, records indicating the

volum e of each  batch of tra nsported  gasoline, th e produ cers and/o r impor ters which  contribu ted to each  batch, da te

of receipt, identity of the destination, date of delivery to the destination, and recipient of each batch of gasoline

delivered to any destination for distribution to any of the counties specified in Rule 335-3-20-.02.

(d)  Test Methods.

1.  In determ ining com pliance w ith the stand ards set forth  in this Chap ter, the test me thods pre sented in

Table 1 shall be used. AS TM D -4057 or A STM D -4177 shall be u sed for samp ling of materials used  in these tests.

All identified test methods are incorporated and adopted herein by reference.
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Table 1

Gasoline Specification Test Method 

Reid Vapor Pressure ASTM D 5191*

Sulfur Content ASTM D 2622 or

ASTM D 5453

*  In lieu of equation 1 in Section 13.2 of the test method, use the following:

RVPE , psi = (0.956 * X) - 0.347

where:

RVPE = equivalent Reid vapor pressure

X = measured  total vapor pressure in  psi

2.  Equivalent Test Methods. Whenev er this paragraph p rovides for a spec ified test method, ano ther test

metho d may  be used f ollowing  a determ ination by  the Directo r that the oth er meth od prod uces resu lts equivalen t to

the results with the specified method.
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